XP 002152164 


AN - 1982-61 61 9E [29] 

A -[001] 013 032 04- 371 376 53-623 629 

- [002] 013 024 04- 07- 15-19- 226 229 231 274 308 310 359 37& 371 376 

377 378 380 385 42& 431 45& 456 473 476 54& 56& 57& 575 592 593 609 

613 618 635 636 641 649 654 663 672 678 687 720 721 723 
CPY - VTON-I 
DC -A32 
FS -CPI 

IC - C03CO/00 ; C08F0/00 
IN - VANTONDER C A J 

KS - 0009 0011 0132 0205 0226 0231 1282 2020 2198 2218 2220 2344 2346 2348 
2370 2441 2470 2493 2545 2651 2682 2685 2691 2692 2698 2745 2752 2757 
2763 2829 2857 3300 3309 3310 3316 

MC - A05-A01E1 A12-A05 A12-W12 

PA - (VTON-I) VAN TONDER C A J 

PN - ZA81 02389 A 19820312 DW1 98229 013pp 

PR - ZA19800002519 19800425; ZA19810002389 19810409 

XIC - C03C-000/00 ; C08F-000/00 

AB - ZA81 02389 A compsn. comprises a settable mixt. of (1) non-matted 
particulate material and (2) a hard-setting binding agents. (1) 
includes glass and pref. comprises smashed or crushed glass and sand 
(esp. crushed), crushed porcelain crushed rock, soil from which the 
finest dust has been removed, Cu or brass filings or turnings, 
woodchips, sawdust, grass or leaves. Pref. (2) is a thermosetting 
resin, esp. epoxy resin. 
• A wide range of waste materials e.g. broken bottles can be used. The 
compsn. can be used to form statues, chess pieces, ornaments, ash 
trays, vases furniture, lamp stands, tiles, sinks, bath and toilet 
units, fencing, wall or ceiling panels, partitions or esp. lenses for 
vehicles. (Provisional Basic previously advised in Week E21) 

IW - MOULD COMPOSITION CONTAIN WASTE MATERIAL CRUSH GLASS HARD SET BIND 
POLYEPOXIDE RESIN 

IKW - MOULD COMPOSITION CONTAIN WASTE MATERIAL CRUSH GLASS HARD SET BIND 

POLYEPOXIDE RESIN 
INW - VANTONDER C A J 
NC -001 
OPD- 1980-04-25 
ORD - 1982-03-12 

PAW - (VTON-I) VAN TONDER C A J 

Tl • Moulding compsn. contg. waste material esp. crushed glass - with 
hard-setting binder esp. epoxy] resin 


BNSDOCIO: <XP 2152164A_J_> 


